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Files must be delivered in Linear WAV format minimum 16-bit full anamorphic
format with a unique ID. Files must be send through wetransfer at least 5 days
in advance for a Radio spot. 

For RADIO NORTH + Antipode

Format: Linear WAV (minimum 16-bit)

Audio format: AAC preferred

Coding: LPCM coding

Duration: Rounded spot: 00m35s00fr

Level till -23 LUFS according the RI28 standards UER/EBU

Sampling frequency: 44.1 Khz or 48 Khz

Bit depth: 16 bits

Audio channels: stereo (in phase) / No .MP3 files

Format : WAV, PCM (uncompressed)

Sample rate : 48 kHz

Bit depth : 16-bit

Audio level : normalized to 0 dB

For RADIO SOUTH

RADIO



Every delivery must be confirmed by email to your planning
contact at Transfer Media or

General planning department: planning@mytransfer.be

Please let the planning department (mentioned above) know
you have delivered the commercial via wetransfer for digital
and radio campaigns. 

Upon receiving delivery confirmation from Videohouse , please
let the planning department (mentioned above) know you
have delivered the commercial to Videohouse for television
campaigns

Deadlines commercial(s) delivery: 5 working days* prior to
transmission. 

*Transfer Media is not responsible for any delayed campaigns
due to late commercial deliveries. 

Email address: 
planning@mytransfer.be

Website: 
www.mytransfer.be
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